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1.Introduction

The AqualLand Inflatable Pools, AquaLand Water Activity Centers, Aqua Paddlers an
Vanguard Paddlers were all designed to provide children between the agésamid 55 with
pleasure and coordination skills. Whether used in an Amusement Park, a Family
Entertainment Centre or as an event rental, the concept is educational and promotes
outdoor fun.

With these young boaters, attention must directed in supervising and ensuring the
equipment isused in the safest environment possible. We have created this manual in order
to make certain that SAFETY comes first and to better illustrate the different areas that
must not be overlooked.

8D VHRG SN QDLHMC XNT S G @Sounakd SureHh@at thé gp8ratdr @S
reads andabides by these procedure®\dult supervision is mandatory at all times duriagy
and all activities

Photo taken in China showing operator inside® g k ¥2Atuddahndinflatable Pool

We take this opportunity t@wongratulate you on your purchase and to contact us should
you have any questions.

/\



2.Specifications
a) Aqualand Inflatable Pools and Aqualand Water Activity Center

e Manufactured in China for TKFC Inc.(Canada),-Eeng International Co. (China®aiwan),
Commercial Recreational Specialists (USA), Leisure Link (Japan), Eifegp S.r.l. (Italy) and other
members of the group of distributors worldwide.

¢ PU alloy type with double membrane

e NO environmental restrictions

e Base type fabric weight: 11,00 Denier Dacron

e Thickness: 0.90mm

o Weight per sq. m: 860gr / per sqg. y280z

e Outside Color: Dk Blue / Inside color: Aqua

e Valves: 1 inside for water drainage and 1 outside on tubes for inflating and deflating
e Grab tensole strength: 475maximum / 425 Lbsminimum(ASTM B751)
e Adhesion: 22Lbs/inch Minimum (ASTM 12510)

e Seams: glued and thermobonded

¢ Recommendations: 1 Aqua Paddler boat per 100sq. ft / per 9 sg.m.

e Dimensions and weights according to chart as follows:

Item # Size in Meters Size in feet Weight LBS Weight KGS
AQL-6635 6x6x0.35 dia. 2006x2006x1 1211lbs 55Kg
AQL-6935 6x9*x0.35 2006x3006x1 1321lbs 60Kg
AQL-61235 6x12x0.35 2006x4006x1 198lbs 90Kg
AQL-61550 6x15x0.5 200x5006x 2 2421Ibs 110Kg
AQL-9935 9x9x0.35 3006x3006x 1 1541bs 70Kg
AQL-91235 9x12x0.35 306x4006x1 198lbs 90Kg
AQL-91550 9x15x0.5 3006 x5006x 2 220Ibs 100Kg
AQL-91850 9x18x0.5 3006x6006x 2 286Ibs 130Kg

AQL-121250 12x12x0.35 4006x400x1 2421Ibs 110Kg
AQL-121850 12x18x0.5 4006x600x2 264lbs 120Kg




2. Specifications™ BNMS »2C ©

b) Aqua and Vanguard model Paddler

Both the Aqua Paddler and the Vanguard Paddler are available in the Junior and Adult sizes.

JUNIOR BOATS

HEIGHT 17%% 42.5cm
LENGTH f k%% 125cm
WIDTH el Y% 120cm
WHEEL DIAMETER b g %Y 40cm
MAXSAFE LOAD * 110 Ibs 50 kg
SHIPPING BOX DIMS fiqi %%Wddq 129x84x26cm
REMARKS Not stackable
PASSENGER CAPACITY 1

ADULT BOATS
HEIGHT bj gf L% 48.75cm
LENGTH fjqgb¥%Y% 147.75cm
WIDTH f hilel, 142.5cm
WHEEL DIAMETER b g %% 40cm
MAX SAFE LOAD * 220 Ibs 100 kg
SHIPPING BOX DIMS fjqj ¥%%Wdgq 152x93.5x33.5cm
REMARKS Not stackable
PASSENGER CAPACITY 2 maximum (1 adult + 1 child)




3. Installation Instructions

When selecting the area where you will install the inflatable pool, you musttigévéollowing details, careful
consideration:

A. The pool should be away from any large object such as trees, bushes, furniture or any othe equipment
not related to the structure. It should be set in an open area but in proximity to easy access to i@até¢he
fill up phase.

B. Inspect the ground meticulously for any object that might compromise, pierce or damage the pool.

C. Evaluate the level of the ground and the area seleciearder to establish the degree of the slope if
there is one.This step ca also be done at the fill up stage (see 12 & 3).

IMPORTANT: You must measure the height of the slope since it will have direct consequences on the wate
level once it is filled.

D. In the event that there is a slope, after having established its height, ug®ra abrasive material
(such as insulation Styrofoam pieces stacked one on top of the other) to prop up the low side of the pool unti
it is even and levelled.

.1 1.2 1.3
- - - .
E. Once you have been through steps A to D, place the pool in the center of the designated area anc

unfold i{see Ill. 4)

IMPORTANT: Make sure the water valve is located in a convenient corner so as to facilitate the emptying c
the pool after use. This area should be convenient for evacuating the water that was inside the pool. You are
also preventing an unwanted flood.

Orce the pool is completely unfolded, you can now proceed to the next step.

F. Now that the podis in place, use an inflatodeflator pump to inflate it. We recommend BSI of 3.0

or higher for better results and quicker inflating. Unscrew the top of thdveasince it is equipped with an
airflow stopper (see Ill.5& 6) and it will prevent the pool from deflating in case the inflator nozzle is
accidentally disconnected.

1.5 1.6 .7 6
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G. Your inflator should have the proper nozzle size to match the standard pool valve diameter.

NOTE: Make sure you monitor the inflation phase so as to stop the inflator pump when there is enough air ir
the tubular chamber. We recommend a PSI of 3.0 or higher.

H. Once inflated, screw thealve cap back on. You are now ready to fill the pool up with water.

l. Verify that the valve at the bottom of the pool is tight then plug the hose and start filling dbéyp
SN @ KDUDK NE i %% SN |j %% L@WHLTL "~ RDD * KKqgh®©oq

NOTE:

The pool can also be levelled at this stage by watching where the water flows and adjusting the low side b
OQNOOHMF HS TO VHSG MNM @AQ@RHUD L @S Dafiad @ifdtoarn &D D
into strips of 2 feet wide and stacked to the desired level.

J. Once the pool is filled, you may now put the boats in.

Please follow the instructions provided with the boats to assemble them.

4. Important notes

a) Unlevelled ground

1. It is important to establish if there is a slope in the area you have chosen. The height of the slope must be
identified.

25GD @QD@ BGNRDM .645 AD HMRODBSDC ENQ @MC OQNSC
liner.

3. The water valve MUB be located in an area that will accommodate water evacuation or else a flood will
result.

b) General
1. Inflate the pool only after having completely unfolded.

2. Make sure you monitor the inflating phase.

3. Do not overfill the pool. The boats a@DRHFMDC SN FN HMSN g%% NE V @:
weights are respected.



5. Safety Rules and WARNINGS
a) Safety rules

1. Three (3) important safety rules must be adhered to by all Aqualand ride participants:

e NO standing
¢ Not to leave hisor her seat until told by the operator
¢ Keep hands and feet inside the boats at all times

2. The operator is responsible for ensuring that these rules are properlyexplained and understood by all
participating children.

3. No loose articles of clothing, hradr other items are to be allowed in or around the boats.

4. Children must be warned that failure to abide by these rules will result in the premature termination of
their ride and, a ban if required.

5. Failure on the part of the operator to enforcinese rules could lead to serious injury to the participating
children and possible damage the boats or the pool.

We have added a poster of the rider policies that must be posted in a prominent location for all to see and
read.

b) Aqua PaddlerSafety rules

1. Agua Paddlers have many design features which, if properly used and maintained, will provide children wi
high levels of security. They have been tested and are CE and ASTM @& ertified and compliant.

2. Aqua Paddler and Vanguard Paddleoats Have been designed for use in water only.
3. Aqua Paddler and Vanguard Paddler boats are not intended to be repeatedly abused.
4. The must be under adult supervision at all times.

5. The operator is responsible for the overall control of the eventdautimately the safety of everyone
present during any operation.

6. The boats are moulded in a double hull which make them virtually impossible to sink, unless the hull |
compromised.

7. Although many new features have been added to the boats with thep@se of keeping water out, if not
RTODQUHRDC QDRONMRHAKXu SGDQD RSHKK QDL@HMR SGD
QDRONMRHAHKHSX SG@S SGHMFR CNM%S FDS NTS NE G@MC

c) Safety precautions

In order to piovide maximum stability and safety for young riders, the boats have been designed to have &
very low center of gravity. It is meant to be very stable laterally. However, we wish to bring the followin
points to your attention: 8



5. Safety Rulesand WARNINGS" BNMS %2C ©

1. DO NOT OPERATE IN BAD WEATHER CONDITIONS

Aqua Paddlers and Vanguard Paddlers must never be operated in inclement weather conditions such as
Q@HMu RMNVu RKDDSu GHFG VHMCRu SNQM@CBriRdamigs tHeQ L R
boats.

2.00 NOT OPERATE NEAR PHISICAL HAZARDS

Beware of danger caused by such things as ditches, holes, steps, slopes, wire fences, overhanging objects c
trees, electrical hazards closer than 50 feet of the structure. Serious injury mesult from accidents.

3. DO NOT OPERATE NEAR A PUBLIC HIGHWAY

The boats should never be used near a public highway or a road where automobiles and trucks are passinc
unless the is a secure fence protecting the perimeter. You must make sure that the asesecure from any
possible accident caused by or with a motorised vehicle.

4. DO NOT OVERLOAD THE PADDLER BOATS

While the Aqua and Vanguard Paddlers are intended for use by children aged 5 years old and up, the
L@GWHLTL VDHFGSR @QD MY:Db®2¥- @RC EWNQc Skherbubed N tidiljlatddie T K
pool with 8 inches of waterFailure to respect these guidelines will result in undue damage to the pool.
Alternately, the boats should never be left to operate by a child that is less thgeds old or too small to
operate the boat on his or her own. Consequently, any child incapable of operating the boat safely to himse
or others, should not be permitted to operate the boat.

5. IMMOBILIZE BOAT BEFORE LOADING AND

When loading or unloadingassengers , it is imperative that the boat be immobilized and that the back of the
boat rests parallel to the pool wall. Semext chapter Operating procedures for Aqua and Vanguard
Paddlersfor more details

6. Operating procedures for Aqua and Vanguard Paddlers

Before operating your Aqua Paddler or your Vanguard Paddler, please read carefully all sections of this
manual , paying particular attention to the sections relating to safety measures.

a) Assembly
Please refer to the instructions provided with the boats.

b) Putting in or pulling out the boats from the pool

You must grasp the boats by the back, behind the seat, at all times.



6. Operating procedures for Aqua and Vanguard Paddlers
BNMS¥%LCO

c) Loading and unloading passengers

NOTE: Passengers cannot weight more than 110 Lbs for Junior size boats and 220 Lbs for Adult size boats
if used inside the inflatable pools with 8 inches of water.

1. Bring the back of the boat to rest paralleltotheppgpR NT SDQ V @K K ¢
2. Standing behind the rider, the operator assists the passenger in stepping into the boat.

3. If the operator is able to, he or she can lift up the passenger by the armpits but preferably by the
elbows to help the rider board the boat.

4. The same technique is employed when disembarking someone from the boat.

d) Rider Policies

BEFORE ALLOWING THE RIDER TO PROCEED:

bg . @JD RTQD SGD BNBJOHS NE SGD AN@S HR SNS @K
2. Ensure that the rider is seategroperly and comfortably.
3. Make sure that the rider is able to reach and positively operate the wheels.

4. Instruct and confirm with the rider that he or she understands what to do when ordered to STOP !
(i.e. release the handles) .

5. In case of the yaugest or the first time rider, always:

e Make sure that he or she is SEATED inside the boat before operating.
e Keep an eye on him or her at all times.

gq . @D DWBDOSHNM@KKX RTQD SG@S SGDQD @QD MN
or around the boat in order to avoid any unwanted accidents.

THE FOLLOWING PAGE MUST BE POSTED IN A HIGHLY VISIBLE LOCATION FOR ALL TO SEI
photocopies and replace old ones whenever lost or faded or destroyed. This is of the utmost
importance that itbe displayed in a visible location)

10



RIDERS POLICIE S

. NO food, drinks or smoking allowed on this ride.
. NO glass or breakable objects are allowed on this ride.

. No spitting or throwing objects from operating units is
allowed.

. NO activities that might distract the operator(s) are
allowed.

. ONE (1) rider per boat.

. You must remain seated at all times.

. You must keep your head, arms, hands, legs and feet inside

the boat at all times.

. Riders must secure hats, glasses or article of clothing from
getting loose.

. Non- participating guests are not allowed in or less than
three (3) feet around the ride area.

FAILURE TO FOLLOW THESE RULES WILL RESULT IN
EXPULSION FROM THE RIDE AND NO REIMBURSEMENT
WILL BE GIVEN!
The Management




7. Routine maintenance
a) Daily inspection

1. Aqualand Inflatable pool

OUTSIDE INSPECTION:

Inspect the exterior of the pool before openiagd at regular intervals, for cuts, abrasions, dirt, trash,
debris of any kind that may endanger participants and/ or that may cause harm to the structure.
Also check for tripping hazards or holes. It is very important to perform this inspedbomrclearliness.
Look for damages in order prevent accidents. Check the pressure of the air tube if it is mounted in
the same area for more than 3 days. If need be, add more air. Please bear in mind that when the
temperature is cool, the air condenses and whensthot, it expands. Wipe the exterior of the pool
with a wet cloth and if need be, a mild detergent can be used.

INSIDE INSPEDTION:

Check the water inside the pool in order to ascertain its cleanliness. If the pool is installed for more
than 3 days, it is imperative that it be cleaned everyday before opendiiggiid chlorine (phosphate
free agent agents are better) can be added to tip®ol. Make sure that it is not spilled on the outside
tubing as it will discolour the air chamber surface. Look for cuts or damages at the bottom so as to
avoid any leakslo remove any dirt inside the pool, you will have to empty it and refill it aéaniclg
unless you have installed a pump & filter system.

2. Aqua or Vanguard Paddlers

Cockpit:

Inspect the inside of all boats for any damages and clean them with a wet cloth or wash with a mild
detergent. The boats can be hosed down too.

Handles:
CheckSGD G@MCKDR SGQNTFG SGD RKNSSDC @QD@ SN UDC

Hull:
Inspect the outer Hull for any damages and clean if necessary.

b) Maintenance

NOTE:If the Aqualand Inflatable Pool is installed in the same location for mioae 8
C@XRu OKRBE®&D. @QBMEDM@MB D2YCTQHMF NODQ@SHN

1. Daily setup & dismantling of the Aqualand Inflatable Pool

It is recommended to take the additional time to perform an inspection just prior to dismantling the
pool. It will save you time in thesetup OQNBDRRuU HS VHKK HMRTQD S«
maximizing its use and protecting your investment.

Alway make sure that, once all the water has been drained from the pool, it is wiped dry before
folding it. If you have a vacuum cleaner type of inflator (highly recommended), use it in reverse to suc
the air out of the chambe(see Ill. ). This will faatiate its folding.

12



b) .

.8

l11.10

h q SNTSHMD L@HMSDM@MBD "~ BN
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1. Daily setup & dismantling of the Aqualand Inflatable Pool

Once the air is completely out of the air chamber, fold the pmdb itself by starting fronthe outside
towards the middle (see 1l0-11-12)

.9

Once the pool is completely folded, roll it onto itself (see HL4)3

.13 .14

Py i

If you have &torage box for the pool, lay it flat on its front side and roll the pool inside. This prevents
unnecessary lifting which may cause injury.

When setting up, please refer to chapted. Installation Instructions

13



b) .
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2. Daily setup & dismantling of the Aqua Paddlers
At the beginning of the day,swvOD SGD HMRHCD “BNBJOHS© SGNQNTFG

At the end of a day, we recommend hosing the boats down to clean them anchkay standing up
on the back end.

When dismantling, we recommend that you unscrew the paddle wheels and lay them flat inside the
boats. It saves a lot of space and facilitates transportation.

c) Maintenance during operation

If the pool is in place for a brief period of 1 to 3 days, Phosphate free or non abrasive detergent or
diluted Chlorine can be added to the water to keep it clean.

Inspect the bottom of the pool at all times for cuts or any damages that may cause a leak.
Always check for dirt. It is important not to let anybody walk inside the pool except the operator. It

prevents a certain degree of dirt from getting inside. If the pool is dirty, you will have to empty it and
refill it again unless you have installed angp & filter system.

8. OPENING and CLOSING Procedures

a) Pre-opening cleaning

After the daily inspection phase (see chaptér Routine Maintenance a) Daily Inspectior), evaluate
what has to be done before the ride opens:

e Sweep or rake the areaurrounding the pool for cleanliness. A gust of wind could pick all that
up and blow it into he pool. It is better to prevent this from happening.

e Clean and empty all trash cans around the ride.

e Check that surrounding fence (if applicable) is in good coordli

e Walk around the pool and check under the tubes for any trash or objects that do not belong
there.

b) Opening procedures

All preopening tests and checks should be completed prior to opening. These guidelines have beer
designed to reinforce safety anthe appearance of the ride. We all aim at giving children a pleasant
experience while playing. The operator should perform the following tasks correctly before opening:

14



8. OPENING and CLOSING ProceduresB NMS ¥2C ©
b) OpeningOQNBDCT QDR "~ BNMS%CO®

1. After having inspected the boats, wipe seat. Make sure that all the boats are in the water. They can
be tied together with the mooring ring that is moulded in them. Verify that your control system (ticket,
RS@LORuU O@X ODQ QHCDt © HR QDOKDMHRGDC NQ R@SH

cq .@D RTQD SG@S SGD w¥%3HCDQR 1NKHBHDR»Y% RHF

3. Assist all riders into the boats. Do not leave anybody unattended and do not allow any rider to walk
inside the pool.

4. Observe children for proper behavioduring the ride time.
5. Assist riders out of the boats in the same manner you do when they are embarking.

6. Direct and accompany (if need be) the riders to the exit when their turn or ride is over.

c) Closing procedures
1. Ensure that there isrobody left in or around the pool at closing time.
2. Round up all the boats and take them out of the water to perform your routine inspection.

3. Inspect the pool in much the same way you did for the opening. Proceed to cleaning the area in
preparation fa the next shift or the next day.

4. Ensure that all trash has been picked up and the area is clean.

5. We recommend that you run a chain or a wire through the mooring holes provided on the boats, in
order to lock them up and prevent any joy ride will tige is closed.

6. If you are using a pump & filter system because the pool is installed for long periods of time (
"LTRDLDMS 1@QJRu ' &%$%Rt ©u SGHR HR MNQL @KKX SG
other words, when the ride is closed amobt during regular hours.

The next chapter deals with Pump & Filter operation.

15



9. Operating the poolwith a Pump & Filter System

If you are installing thé\qualand Inflatable Pdibr a period that exceeds to 5 days or if the laws in your
state requires it you might have to install a nggermanent pump and filter system. We can supply such a
system. The installation instructions are provided with the unit. Here are some important points you must be
aware of:

a) Location

The Pump &Filter system must be installed at a distance of 5 feet or more from the Lagoon. (See illustration 1)
It must also be located at the lowest corner, where the emptying valve and the filtration tube holder will be
located (see illustration 2).

.1 1.2

b) Connections

Follow instructions provided with unit for connections to the Pump and the Filter. Connect the other end of the
tubes to the Diffuser tube that will go into the water (see illustrations 3 & 4).

. 3 . 4

Once the Diffuser tube is positioned at the bottom of the pool, insert the tubes inside the tube holder to conceal
them and keep them safe (see illustrations 5,6,7 & 8).

16



9. Operating the poolwith a Pump & Filter System™ B NMS 2C

b) Connections " BNMS % C©

.5 .6

*Please note: a sleeve to hold the pump tubes can be added to your pool.

IIl.7 _ 1.8

c) Diffuser Tube

Make sure that the Diffuser tube is placed under the inflated wall inside the pool, and not easily accessible fol
BGHKCQDMg *S G@R ADDM CDRHFMDC SN OQDUDMS HMI TQX
illustrations 9 & 10).

.9 .10

17



9. Operating the poolwith a Pump & Filter System™ B NMS 2C

d) Pumping the Water out

When using the Pump & Filter system to empty the pool, disconnect the filter tube and replace with the soft vinyl
tube provided (see illustrations 11 &2).

.11 .12

Unroll the soft vinyl tube and find a convenient location where to evacuate the water (see illustration 13).

.13

IMPORTANT: Always make sure that the pump is filled with water before pumping (see illustration 14).

.14
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